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The following cleaning procedure should be used on an as needed basis to comply with 

the minimum cleaning and sanitizing needs. 

1. Turn the machine to the “OFF”, hand position then remove hopper cover.  

2. Pour two gallons of cool water (75ºF) into the hopper. Place upper switch in 

“faucet” position to let the machine stir for 2 minutes. Turn machine “OFF”, drain 

and dispose of the rinse water. Repeat until water is clear.  

3. Remove 4 knobs from faceplate by turning in a counter  

clockwise direction. Carefully pull the faceplate straight away 

from the front of the machine. Remove beater bar assembly 

from the cylinder. Then slide the spring seal off the rear of the 

beater bar. Unscrew white faucet cap to remove faucet plunger 

from faucet body. Remove all o-rings for cleaning.  

Note: Do not unscrew faucet body from faceplate to clean.  

4. Clean, Sanitize, Rinse, and Dry all parts removed in above steps before re-assembly. 

REASSEMBLY 

1. Lightly lubricate the longer end of the beater shaft. Slide beater 

seal onto the shaft with the spring end toward the beater bar. 

The black carbon ring must be facing the end of the beater bar. 

This is a dry seal and must be kept free of lubricants.  

2. Insert the beater bar (with beater seal) into hole at the rear of 

the cylinder and rotate until it fully engages into the drive plate.  

3. Lubricate the large, black, rubber, faceplate O-ring with  

Petro-Gel then re-install and press firmly into the faceplate 

groove for proper fit. Re-install o-rings on faucet. 
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REASSEMBLY Continued 

4. Re-install the faceplate on the machine. First place the faceplate 

bushing onto the beater shaft. Then slide face plate onto the four 

studs. Now re-attach the faceplate knobs and tighten evenly until 

the faceplate O-ring is snug against the cylinder. Re-install float and 

float clip in hopper. CAUTION: Do not over tighten the knobs 

PREVENTATIVE MAINTENANCE 

• Clean the drip tray and sides of machine with a mild soap solution 

• Check machine for adequate ventilation. (At least 8” clearance required on the sides 

and 6” at the rear)   

MACHINE CONTROLS 
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